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Head shunt must
NOT be removed.

RCS

EVO

BATTERY PACK

12 - 24 VOLTS

FUSE. We suggest you use a
# RUE-300 3 amp Auto reset Polyswitch.

NOT required with BIK-U3/6.
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DPDT is OFF when charging with BACH.
DPDT is ON for use with AUX-BAT.

REAR VIEW OF RADIO SHACK #273-1583
UNIVERSAL BODY MOUNT JACK (SOCKET).

MUST BE ISOLATED FROM TRACK & MOTOR.
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BIK-U Kit of parts.
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Match light bulbs with
the traction voltage.

LED’s must have a suitable
dropping resistor fitted
in the - (ground) circuit.
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REMOVE BOTH HEADSHUNTS
FOR BATTERY R/C OPERATION

ORANGE & GREY WIRES

TO MM ON ESCBEL ROLT

MyLOCOSOUND
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Blue wire to long legs of LED’s
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+ terminal is traction voltage -.6 volts.
Maximum current at 5 outputs is

100 ma each. ½ amp total. Rear Bulb
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WIRING THE

with MyLocosound.-5r

BEL ROL

ESC

T

ALTO RX
PLEASE NOTE. THE LIGHTING OUTPUTS & SOUND TRIGGERS

ARE ALL WIRED THE SAME WAY FOR ALL ESC’S.
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