WIRING THE BELTROL
AL-05r ESC with PHOENIX PS5 + P3T.

N.B. THE SOUND TRIGGERS IN THE PHOENIX MUST BE SET TO TRIGGER HIGH.
TO RX -~ »

e 3 3 —> TO RUDDER on 5 CH RX.

= 1

= orw
U

THE # 2-M-Fv2 IS A PLUG IN SOLID STATE
DEVICE THAT WILL PERMIT A FURTHER
TWO FUNCTIONS USING THE

CABLEFORT6, T7 & T8 PHOENIX P5T INTERFACE.

Programming
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PLEASE NOTE: T5IN THE P5 & T8 IN THE PST CANNOT BE OPERATED
BY THE AUTOMATIC FUNCTIONS IN THE BELTROL AL-5r & 2-M-F.
MAKE SURE THEY ARE DISABLED IN PHOENIX PROGRAMMING.

[To)
[
o3
s o
o5 =
= o3
[ -
e —
w
2 2 TO MOD-RELAY FOR LIGHTING OUTPUTS
g 5
w o
x 3
z
o Two Green wires
£
OFF BIK-U Kit of parts.
L+ & GREY
e =15 fan) \= BLAC
— *7 % RED w
- —TI0 X REAR VIEW OF RADIO SHACK #273-1583
TOP S UNIVERSAL BODY MOUNT JACK (SOCKET). .
al |8 » @ MUST BE ISOLATED FROM TRACK & MOTOR.
| ® e 60 06 00 | s g iy 3 DPDT is OFF when charging with BACH.
czZzLyYy4d-+ | @ ON X DPDT is ON for use with AUX-BAT.
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