WIRING THE BELTROL
OM-9 ESC.

PLEASE NOTE. THE LIGHTING OUTPUTS & SOUND TRIGGERS
ARE ALL WIRED THE SAME WAY FOR ALL ESC’S.
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Please see the sound system brand specific
instructions for how to wire a sound system.
http://www.beltrol-rc.com/index.php?page_id=1332

BELTROL OM-9

See # 2-M-F instructions

for wiring a sound system.

12 volt fan. ili
«4— Plug fanin here.
—
BLACK | ]
) I FOR THE LAYOUT OF LIGHTS & SOUND TRIGGERS SEE BELOW. g Y
)
o+ e o
RED S
ORANGE 'é
GREY )
=]
ol
—— | + @
o+ [ o 0
o L9 (ee@0 0] § o
I
x5 (M >
°mFo o k=
o o |\ [SINO]
PN maw o c 8
20O NS ON E =
»c
oip @5 i 58
|®]jw O C o
o2
Q ®©
8 n
ON <% OFF 0 2
Short Antenna £3
DPDT 2 p
TOGGLE SWITCH BINDER 3 ,s
0
T 11 :E c
REAR VIEW OF DPDT SWITCH MIX 6 - w
WIRED AS A SPDT SWITCH - E GEAR S |
+ uzJ RUDD 4
< ‘ , ELEV 3
g g 5 AILE 2
RED + o m THRO 1
BATT
RED -
BLACK = BLACK REAR VIEW OF RADIO SHACK #273-1583
<——  UNIVERSAL BODY MOUNT JACK (SOCKET).
MUST BE ISOLATED FROM TRACK & MOTOR.
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YOU CANNOT USE ANY OF THE RCS BIK KITS WITH THIS ESC.
USE AT LEAST A 10 AMP RATED SPDT OR DPDT SWITCH.
TO SAVE SPACE IT IS OK TO USE A 5 AMP DPDT SWITCH WIRED AS A SPDT.



